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(54) TiUe: METHOD AND DEVICE FOR CONTROLLING THE OPERATION OF AN ELECTRONIC DEVICE THAT IS AL- 
LOCATED TO A VEHICLE WHEEL 
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(57) Abstract: The invention relates to a device and a method for controlling the operation of an electronic wheel unit (2) that is 
allocated to a vehicle wheel (1). Said method comprises the following steps: recording of data relating to the operating condition of 
the wheel (1) using at least one condition recording unit (3) and/or recording of data relating to the energy that is currently available 
to the electronic wheel unit by means of a generator (5) and/or an energy accumulator device (6) using at least one energy recording 
unit (4, 4*); and controlling the operation of the electronic wheel unit (2) and the defined energy consumption of the electronic wheel 
unit (2) in accordance with the data that has been recorded by the condition recording unit(s) (3) and/or the energy recording unit(s) 
(4, 4*) using a central control unit (9) that is connected to the condition recording unit(s) (3) and/or the energy recording unit(s) (4, 
4'). 
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Veroffentlicht: 

— mit intenuttionalem Recherchenbericht 



Zur Erkldrung der Zweibuchstaben- Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
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(57) Zusammenfassimg: Die vorliegende Erfindung betrifift eine Vorrichtung und ein Verfahren zur Steuerang des Betriebes einer 
einem Fahrzeugiad (1) zugeoidneten elektronischen Radeinheit (2) mit folgenden Verfahrensschritten: Erfassen von Daten bezug- 
lich des Betriebszustandes des Rads (1) mittels mindestens einer Zustandserfassungseinrichtung (3) und/oder Erfassen von Daten 
bezuglich der der elektronischen Radeinheit (2) augenbUcklich dutch einen Generator (5) und/oder einer Energiespeichereinrichtung 
(6) zur Verfugung stehenden Eneigie mittels mindestens einer Energieerfassungseiniichtung (4, 4*); und Steuem des Betriebes der 
elektronischen Radeinheit (2) und des dadurch festgelegten Energieveibrauchs der elektronischen Radeinheit (2) in Abhangigkeit 
der durch die mindestens eine Zustandserfassungseinrichtung (3) und/oder die mindestens eine Energieerfessungseinrichtung (4, 4*) 
erfassten Daten mittels einer mit der mindestens einen Zustandserfassungseinrichtung (3) und/oder der mindestens einen Eneigieer- 
fassungseinrichtung (4, 4*) verbundenen zentralen Steuereinheit (9). 



